FIRE EXTINGUISHER CABINETS

CLASSIC SERIES: Economy Galvanized Fire Extinguisher Cabinets

Tub and Door Frame: White powder-coated galvanized steel or aluminum for rust-resistance with Twin Lock Top.

Door: .060 acrylic front for protection from the elements. Breaker bar standard.

Options at Additional Cost: Have cylinder locks keyed alike for protection, optional colors. Wall signs and labels, See Page 21.
Fire-Rated Option: No
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SLIDE TRIM WITH LESS THAN 4" EXPOSURE MEETS ADA REQUIREMENTS.

ECONOMYLINE SERIES: Economy Surface-Mounted ‘

Construction: Cold rolled steel tub with gray hammertone powder-coat finish or rust-resistant aluminum.

Door: Sliding .060 clear acrylic front with retainer clip. Breaker bar with chain, pre-drilled holes on top lip for padiock.
Options at Additional Cost: Other colors, brass padlock, Abus padlock. Wall signs and labels, See Page 21.
Fire-Rated Option: No
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ABS SERIES: Durable, Surface-Mounted ABS Plastic

Construction: The ABS Series is constructed of injection-molded ABS plastic for a dent, rust
and corrosion-proof protection for your fire extinguishers. These impact-resistant cabinets include
brass lock, cover and labels. Volume discounts available upon request.

Note: The height dimension includes padlock tab.

Fire-Rated Option: No
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Height, Width, & Depth
ABS 16RR (18 1/4x81/2x53/8 |Red Red Indoor/Outdoor
ABS16RC |18 1/4x81/2x53/8 |Red Clear |Indoor
ABS 16WR |18 1/4x 8 1/2 x5 3/8 |White Red Indoor
ABS 16WC |18 1/4x81/2x53/8 |White Clear  |Indoor
ABS 20RR |21 3/4x95/8x63/8 |Red Red Indoor/Outdoor
ABS 20RC |21 3/4x95/8 x63/8 |Red Clear  |Indoor
ABS 20WR |21 3/4x95/8x63/8 |White |Red Indoor
ABS 20WC |21 3/4x95/8x63/8 |White Clear |Indoor
ABS 24RR |25 3/4x95/8 x 6 3/8 |Red Red Indoor/Outdoor
ABS 24RC |25 3/4x95/8 x6 3/8 |Red Clear  |Indoor
1 2 ABS 24WR |25 3/4x95/8x63/8 |White Red Indoor

ABS 24WC |25 3/4x95/8 x6 3/8 |White Clear  |Indoor

Dimensions in Inches

SALES@JLINDUSTRIES.COM FOR THE MOST UPDATED INFORMATION VisIT JLINDUSTRIES.COM - 800-554-6077

Cosmic & Galaxy 2.5-6, Mercury 2.5-5

Cosmic & Galaxy 2.5-10, Mercury 2.5-5, Sentinel 5

Cosmic & Galaxy 2.5-10, Mercury 2.5-15 (FMIIA & 15A), Sentinal 5




